SPECIFICATION

Model 1100
Operate mode Electric
Max. laminating width 1100 mm
Max. laminating thickness 1 mm
Hot laminating temperature 41-140°C
Cold laminating temperature 1-4E

Laminating speed

600-1600 mm/min

ROLL LAMINATOR
OPERATION MANUAL

Please read this manual carefully before operation

Recommended film

Up to 250 mic

Temperature control

8-bit microprocessor

Heating method Heating roll
Display LED
Driving motor DC motor
Power supply 220-240V / 50Hz
Power consumption 2400W, 10.6A

Dimensions (L x W x H)

1350 X600X 1200 mm

Weight

155 kg




CONGRATULATIONS

Thank you for purchasing and using our laminator.

You have purchased the finest laminator available in its service class. [t was
designed and manufactured to provide you with the utmost in utility. As
with any device that combines power and movement in its use, there are
dangers if improperly used. At the same time, there are easier and faster
ways for getting the job done if certain precautions are taken first. Please
read this manual carefully. It contains useful ideas in obtaining the most
efficient operation from your laminator and safety procedures you need to
know before beginning use. Save the manual for later use.
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MAINTENANCE AND SERVICE

roller, the film will be wrapped around the rollers. Thread the film in proper
position.

The laminating temperature is too high, the film will be melted and wrapped
around the roller. Decrease the laminating temperature.

Press the STOP button immediately. After the roller cool down, cut the film on
the top and bottom, just in front of the stabilizer bars Reverse the roller at a very
low speed and allow the machine to back out the film that is wrapped around the

PROBLEM: Wrinkling of the plastic on a laminated material.

SOLUTION: Check the tension of the film. make sure the film is threaded
properly (see film threading).

PROBLEM: Film is not properly adhered.

SOLUTION: The laminating temperature is too low, there is not enough
heat for melting the adhesive. Increase the laminating temperature.

PROBLEM: The laminated material seems to have a irregular surface that
does not match the texture of the paper being coated.

SOLUTION: This is usually caused by adhesive build-up or dirt on the
rubber rollers. Inspect the rubber rollers and clean it.

Damages to the rubbers can also cause irregularities in the surface of the
film.

PROBLEM: General haziness or cloudiness in the film after lamination.

SOLUTION: Increase the temperature or decrease the speed. That
cloudiness is a function of incomplete adhesion. On a variable speed
machine loaded with thicker film, it may be that the film is being run too
fast.

For problems not listed here, contact your local dealer.

SERVICE

If the service is required, please provide the following information:

# The detail of the problem
@ Installation Date
@ Serial number
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MAINTENANCE AND SERVICE

Press FWD or REV button, the roller will run, cleans the roller. After
cleaning, position the feed table and slide on the safety shield.

Caution: if the film gets wrapped around the roller, press STOP button
(stop heating) immediately. Warning: do not use any cleaning solution
to clean the roller, because some solutions may burn on the hot roller.
After the roller cool down, cut the film on the top and bottom, just in
front of the stabilizer bars. Reverse the roller at a very low speed and
allow the machine to back out the film thatis wrapped around the rolls,
pull the film off the roller. Clean the adhesive on the roller.

PROBLEM SOLUTION

Please read this section before you have a problem
PROBLEM: No power is getting to the machine.

SOLUTION: Make sure there is power at the electrical outlet being used. and
make sure both ends of the power cord are firmly engaged. There are fuses
inside the laminator, but dead outlets and loose power cord connections are the
most common causes this problem.

PROBLEM: Wrinkling of the film around the material being laminated.

SOLUTION: This is normal and inevitable on any laminator, especially with
thicker material. These wrinkles will be trimmed away with the scrap, so they do
not affect appearance. Because the rollers are being held apart by the paper, they
cannot pull equally on the plastic around the paper. This creates wrinkles that
tend to look like the bow waves of a boat, radiating out through the clear part of
the web from the sheet of material.

PROBLEM: When two pieces of material are laminated side by side, the plastic
adhesive to one piece but not the other,

SOLUTION: To get maximum efficiency from the film rolls, you can feed
several items into the laminator side by side. However, wrinkling can occur if
these items are of unequal thickness, because the laminating rollers are lifted off

the thinner items by the thicker items. When laminating items side by side, it is
important to arrange them so that the thickness is the same.

PROBLEM: Film gets wrapped around the laminating rollers while hot
laminating.

SOLUTION: The film is threaded improperly. If the adhesive side face to the
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SAFETY PRECAUTIONS

& WARNING

A1\ Please do not use broken. aging or self-made electrical wire and damaged supply cord.
Please do not immoderately draw. twist or enlace the electrical wire. to avoid the fire or

electric shock.

Please do not use the power supply that is not in accordance with the rated voltage. o
avoid the fire or electric shock.

NO DISJOINT

A
A

Don't disjoint. modify and repair the machine vourself.
If there are any problems on the machine. please do not
use it,send it to the dealer for repairing.

ENTANGLEMENT
CAUTION

Keep hands, long hair. loose clothing and articles like
ties or necklaces away from the rollers to avoid
entanglement.

In case some articles entangled, press the Emergency
Stop button immediately: if not workable, cut off the
power supply at once, and contact your dealer for
settlement.

ELECTRIC SHOCK

Do not make the electrical wire or plug or the machine
bedewed by water or other liquids.

Do not operate the machine with wet hand.

Do not make the machine pressing on the electrical
wire.

Do cut off the power supply while moving the machine.

CAUTION % Do not operate the machine with the cover open.
& Do not putarticles on the laminator while it is working,
so that to disperse the heat.
& Do not insert the easy-burnt or casy-softened material
into the machine, in case they are melt and give rise to
HIGH A smoke. .
TEMPERATURE Do nottouch the cover, heating roller and heating parts
CAUTION while the machine is working, in casc heat injury.







