KEY FEATURES

GREAT FOR USE IN

IDEAL WHEN CUTTING/

CREASING

OPTIONAL TOOLS

Specifications MCPF-35

Infeed Automatic

Infeed Size 140x150xmm-330x900mm
Outfeed Size 160-160mm-330x900mm
Paper Weight 130-350gsm

Paper Type Chrome, Laminated, UV Coated, etc

Fold Accuracy

+/-0.5mm

Crease Width

Interchangeable crease (0.6, 1, 1.2, 1.4mm)

Speed

90 sheets/min (A4/1 fold)

Crease/Perf in one Pass

Up to 32 times in one pass

Fold type

Half, Letter, Open Gate, Closed Gate, Engineer,

Zigzag, Double Parallel

Feeding Type

100mm Deep pile feeder

Optional tools

Cross Perforator

Control and display

230mm Color touch screen

Program Memory

64 job memory

Voltage 230V, 50Hz
Overall Dimensions (mm) 1159x 584x 2960
Gross Machine Weight 200kg
Warranty 1 Year*

Features MCPF-35

. 230mm Colour touch screen display and control
. 100mm Deep pile feeder
. Automated smart delivery
. Easily exchangeable slide-in crease/perforate tools
. High speed job changeover with 64 preset programs
. Create up to 32 crease/perforations in
one pass
. Top vacuum feeding with central registration
. Ultrasonic double feed detector
. Slit cassette micro adjustment
. Strike perf capabilities for “box” or “T" perf
. Supports laminated stocks
. High volume waste bin
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*For full terms & conditions on parts and labour warranty, visit vivid-online.com/support/warranty_information
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